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Abstract

This paper numerically assesses the thermal
and structural performances of a ceramic wafer seal

in a simulated hypersonic engine environment. The
effects of aerodynamic heating, surface contact
conductance between the seal and its adjacent sur-

faces, flow of purge coolant gases, and leakage of

hot engine flow path gases on the seal temperature
were investigated from the engine inlet back to the
entrance region of the combustion chamber. Finite
element s_ructural analyses, coupled with Weibull
failure analyses, were performed to determine the
structural reliability of the wafer seal.

Introduction

Key to the development of a single-stage
Earth-to-Orbit vehicle is an advanced propulsion

system integrally designed with the airframe. To
maintain sufficiently high specific impulse and
reach orbital velocity (Mach 25), a hydrogen-
burning, hypersonic engine is being developed by
NASA. A critical mechanical system in this

advanced hypersonic engine is the panel-edge seal
system that seals gaps between the articulating
engine panels and the stationary side walls (split-
ter walls). These seals must prevent the extremely

hot, pressurized engine flow-path gases and poten-
tially explosive hydrogen-oxygen mixtures from
leaking past the movable panels and damaging the
engine panel support and articulation systems.

Four panel-edge seal concepts were investi-
gated by NASA Lewis Research Center (Ref. 1). The
results showed that the ceramic wafer seal concept

had the best sealing performance. Room temperature

leakage measurements showed that it had the lowest
leakage rate among the four seal concepts. Its
leakage was less than the tentative leakage limit
of 0.006 kg/s-m of seal (0.004 lbm/s-ft of seal),
for all the measured combinations of seal preload,

pressure differential, and wall distortion. The
tentative leakage limit was established based on
the balanced-pressure approach as explained in
Ref. 1. Because of its superior performance, the
ceramic wafer seal was chosen for the present

study.

The ceramic wafer seal is made of stacked

ceramic wafers mounted in a seal channel along the

edge of the movable engine panel, as shown in
Fig. 1. The seal conforms to the engine wall dis-
tortions by relative sliding of adjacent wafers.
Various techniques can be used to preload the
ceramic wafers against the engine walt, such as a

cooled pressurized metal bellow that presses
against the backside of the seal.

The objective af this paper is to assess the
thermal and structural performances and the statis ±

tical reliability of the ceramic wafer seal concept
under simulated hypersonic engine heating condi-
tions. It builds upon the thermal and structural

analyses conducted in Refs. 2 and 3. Boundary
layer and thermal analyses were performed to deter-
mine if the seal temperature exceeded the 1371 °C
(2500 °F) allowable operating temperature for a
silicon carbide wafer seal. Finite element struc-

tural analyses, coupled with Weibull failure analy-
ses, were performed to determine the structurai
reliability of the wafer seal.

Numerical Models

PATRAN II, a finite-element pre- and post-
processor, is used to create the finite element
models. The thermal analysis model had 640 four-
node elements and 779 nodes. The seal was modeled

as being in contact with both upper and lower inner
surfaces of the panel and the splitter wall, as

shown in Fig. 2. To facilitate the reliability
analysis, a three-dimensional model was used for
the stress analysis. The stress analysis model had

1632 eight-node brick elements and 2704 nodes. Gap
elements were used to model the contacts between
the seal and the panel/splitter wall. This would
allow the wafers to locally expand, move along the

adjacent surfaces, and even move away from the sur-
face to accommodate thermal distortions. The model

is shown in Fig. 3. Translation software was used
to convert the PATRAN models to data useful to

MARC, a general purpose finite element program.

Analytical Procedures

Problem Description

The seal analyzed in this study was made of
silicon carbide, because of its relatively high

thermal conductivity compared with other ceram-
ics. It measured 13 by 13 by 3 mm (0.5 by 0.5 by

0.125 in.). The seal was recessed 3 mm (0.125 in.)
below the panel surface and the exposed seal width
was also 3 mm (0.125 in.). The size and the loca-
tion of the seal is similar to the one being tested
at NASA Lewis (Ref. 4). Heat dissipation of the

seal was by means of conduction to the top and bot-
tom panel surfaces, and the splitter wall (provided
the seal is in contact with the wall).



Two engine locations were selected for detailed
thermal and structural analyses of wafer seals, both
were on the engine cowl. The first region analyzed

was on the engine inlet ramp where pressures and
temperatures are relatively modest. The second
region was the combustor entrance region where heat
flux rates were most severe, as indicated below.

The two locations are shown in Fig. 4.

Steady State Thermal Analysis

Analysis of panel-edge seals requires under-

standing the flow fields in the engine. The engine
flow field determines the environment to which the

seal would be subjected. The aero-thermal boundary
conditions used for the analyses were generated
using several computer codes. RAMSCRAM (Ref. 5),
a one-dimensional ramjet/scramjet engine simulation
code which takes into account the real gas effects

(thermodynamics equilibrium), was used to calculate
the engine flow free stream velocities, tempera-
tures, and pressures as a function of freestream

Mach number, engine station and trajectory. These
freestream velocities, temperatures, and pressures

were used by the boundary layer code, STAN5
(Ref. 6), to calculate the heat flux rates into
the exposed top surface of the seal. For assess-

ment purposes, all the analyses were conducted
using the most severe heat flux conditions, i.e.,
the effect of the seal recess depth on the heat

flux was neglected.

The results from the aerothermal analyses
showed that one of the most severe aerothermal
environments for the seals occurred at Mach 10,

where pressure differential reached 0.59 MPa

(85 psi), engine static temperature reached 2704 °C
(4900 °F), and combustor entrance heat flux rates
were as high as 13165 kw/m 2 (1160 Btu/ft2-sec).
The result is shown in Fig, 5. For this reason,
the Mach 10 flow condition was chosen for all the

analyses.

Both the splitter wall and engine panel were
assumed to be actively cooled to 649 °C (1200 °g).
Two contact conductances were considered: 1420
and 8512 W/m2-K (250 and 1500 Btu/ft2-hr-R). These
conductances represent a range of conductances typ-
ical of ceramic to metal contacts (Ref. 7). The
surface contact conductance is strongly dependent

on the conditions of the mating surfaces and con-
tact pressure. The thermal boundary conditions are
shown schematically in Fig. 6.

Once the boundary conditions were determined,

the MARC finite element program (Ref. 8) was used
to determine the temperature distribution within
the seal.

In the cases where the gap was open between
the seal and the splitter wall, a one-dimensional
compressible flow energy equation (Ref. 9):

dT o
dM2 = F t _ + Ff4f 2DdX

o
where

M2(1+kM2)(1+k M2)
F t * _ M2I

Ff = _ M21

TO stagnation temperature

M Mach number

f friction coefficient

D gap spacing

k ratio of specific heats

x leakage distance

was solved numerically to determine the convective
boundary condition for the seal nose. The equation
calculates the velocities, temperatures, and pres-
sures of leakage gas (or purge coolant) as a func-

tion of leakage distance. Since leakage gas
temperature and seal nose temperature are inter-
dependent, the equation was solved iteratively with
MARC. The solution converged and resulted in final
seal temperatures when the seal boundary and leak-

age gas were in thermal equilibrium. In addition
to the convective boundary conditions, thermal
radiation was assumed between the seal nose and the

splitter wall. However, it was found later that
the effect of the thermal radiation has insignifi-
cant effect on the seal temperature.

For the case with purged helium flow, it was
assumed that the small gap between the seal nose
and the splitter wall was purged with 21 °C
(70 °F), 0.10 MPa (15 psi) helium from below the

wafer seal. The resulting force urged the seal up
and in contact with the top panel. There was no.
contact between the lower surface of the seal and

the engine panel (Fig. 7).

Structural Analysis

A structural analysis was conducted on the
ceramic wafer seal operating in the combustor

entrance region where the heat flux rates are
severe. The boundary conditions for the structural
analyses are shown schematically in Fig. 7. The
analysis was conducted using the MARC finite ele-
ment program. Seal temperatures calculated by
thermal analysis (with purged helium cooling) were
used for the analyses, with the assumption of no

thermal gradient through the 3 mm (0.125 in.)
thickness of the seal. In addition to the thermal

boundary conditions, the following mechanical
boundary conditions were also used: 0.55 to

0.83 MPa (80 to 120 psi) preloads along the back-
side of the ceramic wafers; 0.10 MPa (15 psi)
purge helium pressure along the bottom surface of
the seal.

Reliability Analysis

Oue to the brittle nature of ceramics and the
statistical nature of their flaw populations, reli-

ability analysis is essential for determining the
survivability of the ceramic wafer seal. In the
current study, the probabilistic design methodology

of combining the Weibull statistics of silicon car-
bide (two parameter) with linear fracture mechanics
theory was used to determine the fast fracture
reliability of the wafer seals. This methodology
is utilized by the computer program, CARES (Ceramic

Analysis and Reliability Evaluation of Structures,
Ref. 10), developed by NASA Lewis. The probabilis-
tic approach provides a realistic way to assess the
structural performance of wafer seals, because it
accounts for the effect of flaw population in the
ceramics used for the seal fabrication.



In performing the Weibull failure analysis,
the Weibull distribution for the silicon carbide

was integrated with the stress and temperature dis-
tributions for the wafer seal. Both temperature
and stress distributions were obtained by finite
element analyses. Weibull distribution for the
Carborundum silicon carbide material were provided
by the University of Dayton Research Institute

(Ref. 11). Their test data indicated a majority of
the failures of the test specimens were due to the
surface flaws (over 93 percent). For this reason,
only surface flaw analyses were conducted in the

current study. Shetty's semiempirical fracture
criterion (Ref. 12), with a shear sensitivity fac-
tor of 0.80, was used in atl the current analyses.
The material surface flaws were modeled as semi-
circular cracks.

Results and Discussion

Using the analytical and the boundary condi-
tions just described, a parametric study was con-
ducted to evaluate maximum seal temperatures over
a range of simulated engine inlet and combustor
entrance heat flux rates obtained from the flow
analyses.

Thermal Analysis of Wafer Seal in the
Engine Inlet Region

The results shown in Fig. 8 show that even
with very poor contact conductance, the maximum
seal temperature was less than 1149 *C (2100 OF),

below the 1371 °C (2500 oF) allowable operating
temperature for silicon carbide ceramic wafers.

Based on these results, active cooling of the wafer
seals in the engine inlet will not be required at
Mach 10 flight conditions. Seal temperature dis-
tribution for an upper range engine inlet heat flux
rate of 3405 kW/m 2 (300 Btu/ft2-sec) is shown in
Fig. 9.

A study was conducted to evaluate the effects
of flow path gas leakage on the maximum seal tem-
perature over the same range of engine inlet heat
fluxes. A 0.018 mm (0.0007 in.) gap was introduced

between the nose of the seal and the splitter wall
through which a small amount of 0.03 MPa (5 psi)
inlet air at 316 *C (600 °F) leaked. This leakage
gas temperature is based on the flow analysis of
a generic hk'personic engine flying a 0.07 MPa
(1500 lb/ft z) flight trajectory. Only a slight

increase in temperature (6 *C or 10 *F) was
observed over the full heat flux ranges. The
slight increase in temperature was mainly due to
the loss of contact conductance between the seal

nose and the splitter wall. The results are shown
in Fig. 10.

Thermal Analysis of Wafer Seal in the

Combustor Entrance Region

The results shown in Fig. 11 indicate that the
maximum seal temperature is very sensitive to the
contact conductance. For good contact conductance
(8512 W/m2-K or 1500 Btu/ft2-hr-°R), the maximum

seal temperatures were slightly above the allowable
operating temperature of 1371 °C (2500 °F). How-
ever, for poor contact conductance (1420 W/m2-K or
250 Btu/ftZ-hr-°R), the maximum seal temperature
far exceeded the allowable operating temperature

over the full heat flux range. This clearly indi-
cates that some form of active cooling is required
for the wafer seals operating in the combustor

environment. For the current study, purged helium
cooling was chosen. For this study there was no
coolant on the backside of the seal.

In general, for a given seal contact condition,
the maximum seal temperature can be related to the

thermal resistances due to seal thermal conductivity
and surface contact conductance, as follows:

_s)n( 1 w w___c)Tmax - Tw = K1 _ + K2 _cc + I(3

where

Tmax

Q

W

w s

gl,K2,g3,n

C

k

A C

maximum seal temperature

wall temperature

heat flux on the seal

seal recess gap width

seal size, width

constants

contact conductance per unit area

seal thermal conductivity at maximum
seal temperature

total seal contact area with panels
and splitter wall

The first two terms on the right hand side of
the equation accounts for the thermal load on the

seal. The second term of the equation accounts for
the external thermal resistance due to the surface

contact conductance between the seal and its adja-
cent surfaces. Internal thermal resistances due to

recess gap width and seal size are accounted by the
last two terms of the equation. The four paramet-
ric constants can be determined from four baseline

finite element or finite difference analyses. Fig-
ure 12 shows that the above relation correlates

welI with the finite element results. The equation
can be used to aid the design of wafer seals.

The effect of purged helium cooling on the
maximum seal temperatures is shown in Fig. 13.
Maximum seal temperatures were lowered by 167 to
222 °C (300 to 400 °F) for the high contact con-

ductance, and by 1111 to 1444 °C (2000 to 2600 °F)
for the lower contact conductance. The helium's

high thermal capacity and the high heat transfer
film coefficient in the seat gap (due to low
Reynolds number, friction dominated flow) dras-
tically reduced the maximum seal temperatures to

below the 1371 °C (2500 °F) operating limit.
The helium mass flow rate was 3x10-5 kg/m-sec
(2x10-5 Ibm/ft-sec) for both contact conductance

conditions. Besides cooling the seal, the purged
helium also helps to prevent hot and potentially
explosive hydrogen-oxygen mixtures from escaping

through the seal systems and damaging engine panel
support and articulating systems. The seal temper-
ature distribution is shown in Fig. 14.

The helium flow rates were calculated by
numerically solving the one-dimensional compressi-
ble flow equation described above, with a gap of

0.018 ran (0.0007 in.}. To determine the sensitiv-
ity of purge helium flow rate to gap size, the
helium mass flow rate was recalculated for a

0.038 mm (0.0015 in.) gap. By doubling the gap



size the purge flow rate increased by about ten-
fold. This indicates the need to maintain small

gaps to conserve the coolant resources.

Effect of Seal Recess Gap Depth

For assessment purposes, all the thermal
analyses performed were based on the most severe
thermal conditions, i.e., zero seal recess gap
depth. By recessing the seal away from the engine
chamber, the thermal load on the seal should be
reduced. A one-dimensional gap flow analysis shows
that the thermal load on a recessed seal can be

approximated as follows:

1 -fh_'T -- e --_--/I g Tw)

Qo (Tg - Ts)

where

Oo heat flux on a seal at h/w = 0

Q heat flux on a recessed seal at a given h/w

w seal recess gap width

h seal recess gap depth

f friction coefficient - 12 p/fi

gap mass flow rate per unit length of seal

dynamic viscosity of hot gas

Tg stagnation gas temperature at h/w = 0

T s given maximum allowable seal temperature

Tw wall temperature

For the case that Tg >> Ts and Tw as in the
combustor entrance region, or when the seal and its
adjacent panels are maintained at the same tempera-
ture by the coolant, i.e., Ts - Tw,

Qo -"

The effect of h/w ratio on the thermal load
to the seal in the combustor entrance region is

shown in Fig. 15 for Ts = Tw. The result was gen-
erated based on the gap flow rate of 0.006 kg/s-m
(0.004 lbm/s-ft of seal, tentative leakage limit).
It shows that by recessing the wafer seal away from

the engine panel surface, the thermal load on the
seal can be reduced significantly. This is impor-
tant since it implies the possibility of the wafer
seal to survive the heat fluxes in the combustor
entrance region with minimal active cooling. Thus
the h/w ratio is an important parameter in

designing the panel-edge seal system.

While this analysis does not compute the
three-dimensional flow field, it suggests that the
actual thermal load on a recessed wafer seal is
considerably less than the thermal load in the
engine chamber. Preliminary three-dimensional flow
field analyses of the seal gap (Refs. 13 and 14)
also indicated much reduced thermal load on the

seal caused by the rapid expelling of the flow from

the seal gap recess. In comparison to the results
from the preliminary three-dimensional flow field
analysis, the prediction by the current one-
dimensional flow analysis is more conservative.

Structural and Reliability Analyses of Ceramic
_afer Seal in the Combustor Entrance Region

Maximum principal stress distribution of the
ceramic wafer seal is shown in Fig. 16. The maxi-
mum tensile stress of 162 MPa (23.5 ksi) located at
the nose of the seal is below the tensile strength
of the material (241 ._Pa or 35 ksi). The minimum

principal stress, -203 MPa (-29.5 ksi), was a small
percentage of the silicon carbide's 3862 MPa
(560 ksi) compressive strength. Increasing the

preload On the backside of the seal from 0.55 to
0.83 MPa (80 to 120 psi) essentially did not change
the stress level. It indicates the seal stresses

were primariIy induced by the thermal gradients.
The results are shown in Table I.

Weibull failure analyses show that the proba-
bility for the wafer seal to survive is very high,
over 99.99 percent. This is because of the low
stress level of the seal and the excellent material
strength of the silicon carbide used for the seal
fabrication. Weibull material data indicates the

silicon carbide has a scale parameter of 281MPa
(40.5 ksi, corresponds to the stress level where
63.2 percent of specimens with unit volumes would
fracture) and a shape parameter (or Weibull modu-
lus) of 10.45 at 1200 °C (2192 °F). The shape

parameter describes the degree of strength varia-
bility of a ceramic material. Since the scale
parameter and the shape parameter are processing
dependent, good quality control during the seal
fabrication process is essential to ensure surviva-
bility of the wafer seal in the hypersonic engines.

Based on the results from the Weibull analyses
of the wafer seal in the combustor entrance region,
it can be concluded that the probability of survival

for the wafer seals in the engine inlet region
should be even higher. The heat flux rates in the
engine inlet are much less severe than in the com-
bustor entrance region.

Summary and Conclusion

Based on the results from the steady state
analyses, the following summaries and conclusions
are made for the silicon carbide wafer seal in a

hypersonic engine:

1. Coolant is not required for the wafer seals
in the engine inlet region for the Mach 10 flow
condition. The wafers seals have an excellent
chance to survive in this region.

2. The leakage of incoming flow path gas has
insignificant effect on the seal temperature in the

engine inlet region.

3. With shallow seal recess gap depth consid-
ered (3 ram or 0.125 in.), active cooling will be

required for the wafer seals in the combustor
entrance region, because of the high heat fluxes
in this region.

4. Active cooling of the wafer seals in the
combustor entrance region with purged helium gas is

effective in reducing the seal temperature to below
the operating temperature limit of silicon carbide
material. Furthermore, the purged helium helps to
prevent hot and potentially explosive hydrogen-
oxygen mixtures from escaping through the seal



systems and damaging engine panel support and
articulation systems.

5. The heat fluxes on the seal can be reduced

significantly (thus reducing the seal temperature)

by locating the wafer seal away from the engine
chamber, i.e., by increasing the seal recess gap
depth.

6. Active cooling of the seal, combined with
good quality control in fabrication of the silicon
carbide wafer seals, will ensure survivability of
the wafer seal in the eombustor entrance region.

7. The probabilistic design methodology of
combining the Weibull statistics of silicon carbide
with the linear fracture mechanics theory was used
to determine the structural reliability of the

wafer seal. This methodology provides a realistic
way to assess the structural performance of ceramic
wafer seals, because it accounts for the flaw

population in the ceramics used for the seal
fabrication.
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TABLE I. - SL_,iARY OF STRESS ANALYSIS RESULTS FOR

THE WAFER SEAL IN THE COMBUSTOR ENTRANCE

REGION WITH HELIL_ COOLING

Seal

preload,

MPa ksi

0.55 0.08
.83 .12

Maximum
principal

stress,

MPa ksi

162 23.5

162 23.5

Minimum

principal
stress,

MPa [ ksi

-203 -29.5
-203 -29.5

Probability
of survival,

percent

99.996
99.996
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